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... at ROLM Corporation, and as a software developer and ... SMB), and Microsoft Remote 
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Applying policy mana g ement to reduce su p port costs for remote and mobile computing - group 
of3» 

RJ Sharer - International Journal of Network Management, 1998 - portal.acm.org 
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... The requirements of a link help to determine which interface to use and ... into service 
as an ... This book focuses on what you need to design and program serial links ... 

Cited by 19 -Web Search 

Cluster computing: the commodity supercomputer - groyp_of 7 .» 

M Baker, R Buyya - Software Practice and Experience, 1999 - doi.wiley.com 
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... The computer's BIOS (Basic Input Output System) contains ... software that is loaded 
will determine the capabilities ... is detected, the monitor will call the server ... 
View as HTML - Web Search 

A hig h performance binary neural processor for PCI and VME bus-based systems - group of 2 
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A Moulds, R Pack, Z Ulanowski, J Austin - Weightless Neural Networks Workshop, 1999 - cs.york.ac.uk 
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Design, Implementation, and Performance Analysis of Session Layer Protocols for SCSI Over 
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Windows NT in a ccNUMA System - group of 4 » 
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1999 - usenix.org 
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... The PC's BIOS can configure 14 ... as necessary, which must include loading the boot 
program, the host ... against the known local address range to determine how to ... 
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The Measured Performance of Computer Operating Systems - g roup of 4 >> 
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and a BIOS ROM (AMIBIOS 1 ... 64-bit, software-configurable event counters. ... 



http://scholar.google.com/scholar?^ 6/22/06 



' determine by BIOS calling program services number BIOS routine based on unique identi... Page 4 of 4 



View_as.HTML - Web Search 

A STUDY OF DISK PERFORMANCE OPTIMIZATION 

RS Gray - 2000 - etd-submit.etsu.edu 
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M Sanchez - 1999 - netprl.calpoly.edu 
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Mini Web Server supporting SSL 

A Zingg, B Lenzlinger - 2000 - strongsec.com 

... Instead, the BIOS is constructed in a way that the ... to allow simultaneous use of all 
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Cited by_ 1 - View as HTM L - Web Search 
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D Abbott - 2000 - books.google.com 
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